
Spoke Reference #'s

Spoke Diameters (mm's)
Nipple 

size A B C
Grams per 

spoke 
Straight Guage DT Champion 13 2.3 MM's = Gauge

Sapim Leader 13 2.3 2.3 13g
DT Champion 14 2.0 7.5 2.0 14g
Sapim Leader 14 2.0 7.5 1.8 15g
Wheelsmith SS14 14 2.0 7.4 1.6 16g
DT Champion 15 1.8 6.4 1.5 17g
Sapim Leader 15 1.8
Wheelsmith SS15 15 1.8 6.2

Single-Butted Sapim Strong 14 2.3 2.0 2.0 7.8
Wheelsmith DH13 14 2.3 2.0 2.0 8
DT Alpine 14 2.3 2.3 2.0

Double-Butted DT Revolution 14 2.0 1.5 2.0 4.9
Sapim Laser 14 2.0 1.5 2.0 4.8
DT Comp Race 14 2.0 1.6 2.0
Sapim D-Light 14 2.0 1.7 2.0 5.4
Wheelsmith DB14 14 2.0 1.7 2.0 6.2
DT Competition 14 2.0 1.8 2.0 6.4
Sapim Race 14 2.0 1.8 2.0 6.3
Sapim Super 15 1.8 1.4 1.8 4.0
DT Revolution 15 1.8 1.5 1.8 4.6  
DT Competition 15 1.8 1.6 1.8
Wheelsmith DB15 15 1.8 1.6 1.8 5.6

Triple-Butted DT Super Comp 15 2.0 1.7 1.8 6.1
Sapim Force 14 2.18 1.8 2.0 6.6
DT Alpine III 14 2.3 1.8 2.0

Bladed (Aero)
Nipple 

size A B1 B2 C
Grams per 

spoke 
DT Aerolite 14 2.0 0.9 2.3 2.0 5.5
Sapim CX-Ray 14 2.0 0.9 2.2 2.0 4.7
DT New Aero 14 2.0 1.1 3.3 2.0 6.4
DT Aero Comp 14 2.0 1.2 2.3 2.0
Sapim CX 14 2.0 1.3 2.8 2.0 7.4
DT Aero Speed 15 1.8 1.2 2.3 1.8 6.0

** Gray area denotes 14g as most common nipple size
** Weights are based on 290mm length avg of 10 spokes


